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G O R D T E S S

Profiessional
Drilling Speed and
longer Run Time
The perfect cordless rotary hammer for maintenance, service
trucks and remote power supplies. A must have when power
is unavailable or hard to get. The 1 1225VSRH is equipped to
drill up to 155* holes in concrete.

1 1 225VSR
3/4" SDS-pluso Cordless Rotary Hammer

T}G
ANNIHILATOR'

Fedrrcs
. 24 volts, 1.7 A-h battery
. Run time approx. 90 holes. on 1 charge 1114" dia. x 1-1/2" deep into

average strength concrete).1 5 minute recharge
. SDS-plus" bit system - tool-free bit changes with automatic locking,

dust protection and maximum impact energy transfer rate
. Variable-speed reversing trigger - for accurate bit starting, as well as

removing fasteners or bound bits
. Dual mode selector- 2 modes of operation, rotation only and rotary

hammer mode
Pistol grip handle - compact ergonomic design
360'Auxiliary handle with built-in depth gauge - wide range ol
movement along with consistent drilling depth
Integral clutch - helps minimize torque reaction
UL listed, complies to OSHAJ Specifications

Rating _24V DC
Batt€ry Capscity _1.7 A-h
No Load RPM 0-1,200
Load€d BPM_0-4,400
lmpact Energy-l.o ft. lbs.
Muimum Cap*ities (in.)

Concrcte 3/4

W@d 3/4
L€ngth (in.)-13
W€ight (fbs.) _?.7

Standad ftuipment
Batl6ry_BAT019
Charger -Bco16
Auxiliary Handle_l 612 O25 032
Depth Gauge-l 613 001 010
Carrying Case-2 806 438 368

Optional Equipment
Charger Adapter-2 607 OO0 1S8Carrying Cce

lncluded

11 225VSRH
3/4" SDS-pluso Cordless Rotary Hammer

TTE
ANNIHILATOR"

Feahrres
. 24 volts, 3 A-h battery
. Extended run time - approx. 1 55 holes on 1 charge (l /4" dia. x 1 -'l12" deep into average strength concrete).26 minute recharge
. SDS-pluso bit system - tool-free bit changes with automatic locking,

dust protection and maximum impact energy transler rate
. Variable-speed reversing trigger - for accurate bit starting, as well as

removing fasteners or bound bits
. Dual mode selector - 2 modes of operation, rotation only and rotary

hammer mode
. Advanced charger - guarantees full charges and extends battery life
. Battery level gauge - displays 5 stages of charge levels; illuminates

with tool on or dff
. Pistol grip handle - compact ergonomic design
. 360' Auxiliary. handle with built-in depth gauge - wide range of move-

ment along with consistent drilling depth-
. Integral clutch - helps minimize torque reaction
. UL listed, complies to OSHA

Specificalions
Rating 24V DC
Batt€ry Capacity _3.0 A-h
No Load RPM 0-1,200
Loaded BPM--0-4,400
lmpact Energy .--1.0 ft. lbs.
Maimum Capacities (in.)

Concrete 3/4
l t2

*LS,8ld.l
SDS-plus @ is a registered trademark of Robert Bosch GmbH.
'Approximately 155 holes on 1 charge (1/4" diameter a 1-1l2" deep into average strength concrote).

Standad ftuipment
Battery-BATo21
chtrger ---Bco15
Auxil iary Hmdle-l 612 025 032
Depth Gauge-l 613 001 O10
Carying Gase-2 605 438 S58

Optional Equipment
Charger Adapter -2 607 000 1 98
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IMPORTANT:

Read Before Using
IMPORTANT:

Lire avant usage Leer antes de usar

lf€*t

Operati n g/Safety I nstructions
Gonsignes de fonctionnemenVs6curit6
Instrucciones de funcionamiento
y seguridad

itz
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Gonsumer Information

Renseignement des consommateurs
lnformaci6n para el consumidor

Toll Free Numben Appel gratuit: Nrlmero de tel6fono gratuito:
1 -877-BOSCH99 (1 -872-267 -24991 hte//wrwv.boschtoots.com.

For English Parlez-vous frangais? 2,Habla espafiol?
See page 2 Yoir page 14 Ver p6gina Z6



Read and undenstand all instructions. Failure to follow all instuuctions listed
below, may result in electric shoc( fire andlor serious personal injury.

SAVE TITESE INSTRUCTIONS

Work Area
Keep your work area clean and well lit.
Cluttered benches and dark areas invite
accidents.

Do not operate power tools in explosive
atmospheres, such as in the prcsence of
flammable liguids, gases, or dust power
tools create sparks which may ignite the
dust or fumes.

Keep by-standens, chlldren, and visltors
away whlle operating a power tool.
Distractions can cause you to lose control.

Electrical Safety
Do not abuse the cord. Never use the
cord to carry the tool. Keep cord away
from heat, oil, sharp edges, or moving
parts .  Replace damaged cords
immediately. Damaged cords may create a
fire.

Avoid accidental starting. Be sure switch
is In the locked or off poslfion before
inserting hattery pack Carrying tools with

Remove adjusting keys or wrenches
before tuming the tool on. A wrench or a
key that is left attached to a rotating pa* of
the tool may result in personal injury.

Do not overreach. Keep proper footing
and balance at all times. Proper footing
and balance enable better control ofthe tool
in unexpected situations.

Use safety equipment. Always wear eye
protection. Dust mask, non-skid safetv
shoes, hard hat, or hearing protection must
be used for appropriate conditions.

A battery operated tool wlth integral Tool Use and Care
battedes or a separate battery pack must Use clamps or other practical way tob-e recharged only with the speclfied secure and support the workpiece to acharger for the battery. A ch-arger that may $able platform. Hofainglhe work by handbe suitable for,one type of .ba.ttery may or against your body is"unsfable "riOrn"V
create a risk of fire when used with another lead to loss-of controi. ,
battery. Do not force tool. Ue the "or&t tool fo,
Use battery operated tool only wl.th+,ryogr:appti@tidn. Th'e correct tool,wil l do
specifically designated battery paclc Use 

' 
tn6 joO'UAtter.arfo safor at the rdiEfor which

of any other batteries may create a risk of it is designed
fire. Do not use tool if switch does not tum it

Personar saretv ilir'l;";#,:"r"1"'iXH:1ff: ?i.""fl!?,;:
Stay alert watch what you ane doing, and repaired.
use common sense when op.erating a Disco4oegt battery p.pck frorn bol orpower toot. Do not use 

1_r9l rhit: {*g or ptac, it "isr"ttch *r ftr" fucteU ei #under the influence of drugs, atcohot, or ;"iri#;.fr*'ilil;[ny "diiilirril;:medicatlon. A moment of inattention while :;operatinspowertoors';;;;il;'ril:l#'l:Smil?H:":tr"k[i,";T"*?l'l?#:iT:
personal injury. risk of starting tne ioolaccioentaily.
Dress properly. Do not wear loose Store idle tools out of reach of children
clothing or jewelry. Contain long hair. and other untrained persons. Tools are
Keep your hilr, cloihing, anO glovej awai dangerous in the hands of untrained users.
from moying parts. Loose clothes, jewelry, When battery pack is not in use, keep it
or long hair can be caught in moving parts. away from other metal objecG llke: pa-per
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cdlpo, colns, koys, nalls, Ecnaws, or ortter
small metal obtects that can make a
connecdon ftom one termlnal to anothor.
Shorting the battery terminals together may
cause sparks, bums, or a fire.
Maintain tools with care. Keep cutting
tools sharp and clean. Properly maintained
tools with sharp cutting edge are less likely
to bind and are easier to control.
Gheck for misalignment or binding of
moving parts, breakage of parts, and any
other condition that may affect t|te tool's
operation. lf damaged, have the tool
serviced before using. Many accidents are
caused by poorly maintained tools.
Use only accessories that are recom-

Hold tool by insulated grlpping surfaces
when performing an operation where the
cutting tools may contact hidden wiring
or its own cord. Contact with a "live" wire
will make exposed metal parts of the tool"five" and shock the operator. Do not drill,
fasten or break into existing walls or other
blind areas where electrical wiring may exist.
lf this situatioi is unavoidable, disconnect all
fuses or circuit breakers feeding this
worksite.

Wear ear protectors when using the tool
for extended periods. Prolonged exposure to
high intensity noise can cause hearing loss.
Always use auxiliary handle for maximum
control over torque reacuon or kick-back.
High torque 3/8' and larger chuck capacity
drills are equipped with auxiliary handles.
Always wear safety goggles or  eye
protection when using this tool. Use a
dust mask or respirator for applications
which generate dust.
Use thick cushioned gloves and limit the
exposure tame by taking frequent rest
periods. Vibration caused by hammer-drill
action may be harmful to your hands and
atms.
Secure the material being drilled. Never
hold i t  In  your  hand or  across legs.

mended by the man( turer for your
model. Accessories th1 ,y be suitable for
one tool may create a ii3k of Injury when
used on another tool.

Service
Tool service must be performed only by
qualif ied repair personnel. Service or
maintenance per formed by ungual i f ied
personnel may result in a risk of injury.
When seMcing a tool, use only identical
replacement parts. Follow instrucilons in
the Malntenance section of this manual.
Use of unauthorized parts or failure to follow
Maintenance In$tructions may create a risk
of shock or injury.

Unstable support can cause the drill bit to
bind causing loss of control and injury.
Disconnect battery pack from tool or
place the switch in the locked or off
position before making any assembly,
adjustments or changing accessorles.
Such preventive safety measures reduce the
risk of starting the tool accidentally.
Position yourself to avoid being caught
between the tool or side handle and wills
or posts. Should the bit become bound or
jammed in the work, the reaction torque of
the tool could crush your hand or leg.
l f  the b i t  becomes .boi rnd in  the
workpiece,  re lease the t r igger
immediately, reverse the direction of
rotation and slowly squeeze the trigger to
back out the bit. Be ready for a strong
reaction torque. The drill body will tend to
twist in the opposite direction as the drill bit
is rotating.

Do not grasp the tool or place your hands
too close to the spinning chuck or drill bit
Your hand may be lacerated.
When installing a drill bit, insert the shank
of the bit well within the jaws of the
chuck.  l f  the b i t  is  not  inser ted deep
enough, the grip of the jaws over: the bit is
reduced and the loss of control is increased.
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greater tendency to bind In the workpiece. grlndtng, drilnrig, ;i ;il;;';i#i"toi

Battery Carc (

EI@ llliS'h*Ji':,U#i':l @ lii"'i#n*"#';HiIWhen removlng the btt from the tool avold
contact  wl th sk in and use proper
protecdve gloves when grasping the bit or
accessory. Accessories may be hot after
prolonged use.

Check to see that keys and adjusting
wrenches are rsmoved from the dril l
before switchlng the tool "ONn. Keys or
wrenches can fly away at high velocity
striking you or a bystander.

Do not run the tool while carrying it at
your side. A spinning drill bit could become
entangled wi th c loth ing and in jury may
result.

actlvitles contains chernlcals known to
cause cancqr, blrth defects or other
reproductive harm. Some examples of
these chemlcals are:
. Leadfrom lead-based paints,
. Grystalline silica from bricks and cement

and other masonry products, and
. Arsenic and chromium from chemically-

treated lumber.
Your r isk f rom these exposures var ies,
depending on how often you do this type of
work. To reduce your exposure to these
chemicals: work in a well ventilated area,
and work with approved safety equipment,
such as those dust masks that are specially
designed to filter out microscopic particles.

away from metal obiects. For example, to
protect terminals from shorting DO NOT
place batteries in a tool box or pocket with
nails, screws, keys, etc. Fire or injury may
resutt.

tool or charger, always place protectlve
cap onto end of battery pack. Protective
cap, guards against terminal shorting.
DO NOT PUT BATTERIES INTO FIRE OR
EXPOSE TO HlcH HEAT. They may
explode.

Battery Disposal

Before using battery charger, read all
instructions and cautionary markings on
(1) battery charger, {2) battery pack, and
(3) product using battery.
Use only tte charger which accompanied
your product or direct replacement as
lisbd in the catalog or this manual. Do not
substitute any other charger. Use only Bosch
approved chargers with your product. See
Functional Description and Speclfications.
Do not disassemble charger or operate
the charger if it has received a sharp blow,
been dropped or otherwise damaged In
any way. Replace damaged cord or plugs
lmmediate ly ,  lncorrect  reassembly or
damage may resuft in electric shock or fire.
Do not recharge battery in damp or wet
envlronment. Do not expose charger to
rain or snow. lf battery case is cracked or
otherwise damaged, {o not insert into
ciarger. Battery short or fire may result.
Charge only Bosci approved rec*rargreable
bafterles. See Functional Description and
Specifications. Other types of batteries may
burst causing personal injury and damage.
Gharge battery pack in temperatures
above +40 degrees F (4 degrees C) and
below +105 degrees F (41 degrees C).
Store tool and battery pack in locations

where temperatures will not exceed 120
degrces F (t[9 degr€es C). This is imponant
to prevent serious damage to the battery
cells.

Battery leakage may occur under extreme
usage or temperature conditions. Avoid
contact with skin and eyes. The battery
liquid is caustic and could cause chemical
burns to tissues. lf liquid comes in contact
with skin, wash quickly with soap and water,
then with lemon juice or vinegar. lf the liquid
contacts your eyes, flush them with water for
a minimum of 10 minutes and seek medical
attention.

Place charger  on f la t  non- f lammable
sur faces and away f rom f lammable
materials when re-charging battery paclc
The charger and battery pack heat during
charging.  Carpet ing and other  heat
insulat ing sur faces b lock proper a i r
circulation which may cause overheating of
the charger and battery pack. lf smoke or
melting of the case are observed unplug the
charger immediately and do not use the
battery pack or charger.
Use of an attachment not recom-
mended or sold by Bosch may result in a
risk of fire, electric shock or InJury to
pensons.

Do not attempt to dlsas-
semble the battery or

remove any component projecting from
the battery terminals. Fire or injury may
result. Prior to disposal, protect exposed
terminals wi th heavy insulat ing tape to
prevent shorting.

NICKEL.CADMIUM BATTERIES
lf equipped with a nickel-cadmium battery,
the battery must be collected, recycled or
disposed of in an environmentally sound
manner.

"The EPA cer t i f ied RBRC
Battery Recycling Seal on the
n i cke l - cadmium (N i -Cd )
battery indicates S-B Power
Tool Company is voluntarily
participating in an industry

program to col lect  and recycle these
batteries at the end of their useful life. when

taken out of service in the United States or
Canada. The RBRC program provides a
convenient alterative to placing used Ni-Cd
batteries into the trash or the municipal
waste stream, which may be illegal in your
area.

Please call 1-800-8-BATTERY for information
on Ni-Cd battery recycling and disposal
banVrestrictions in your area, or retum your
batteries to a Skil/Bosch/Dremel Service
Center  for  recycl inS.  S-B Power Tool
Company's involvement in this program is
part of our commitment to preserving our
environment and conserving our natural
resources."

NICKEL.METAL HYDRIDE BATTERIES
l f  equipped wi th a n ickel -metal  hydr ide
battery, the battery can be disposed of in a
municipal solid waste stream.

Battery/Charger

-4- -5-



IMPORTANT: some of the fo[owing symbors m?y be used on your toor. prease study them
3nq leT their meaning. Proper interpretation of ihese symbotJ riil ;1"; you to operite thetool better and safer.

Disconnect battery pack from toor or prace the switch In tfre rocked or
off positlon before making any assembly, adjustments or cfranglng
such preventive safety measures reduce tne i isr of starting ineiooraccessories.

accidentally.

Tool
Model Number
Voltage rating
Shank style
Charge time

Charger

AI'XILIARY
HANDLE

Cordless Hammer

BATTERY
PACK

Rotary

@

11524
24V :
SDS
15 min.

BC004, 8C006, 8C015
& 8C016

Battery pack
Voltage rating

Maximum Capacities:
Material
Concrete
Steel
Wood

BATO31
120 V'w 60 Hz

3/4'�
1/2'�
3/4'�

8C006 charger requires 12 V DC input
}IOTE: OI{LY USE CHARGEBS IISTED ABOVE

NOTE: For tool specifications refer to the nameplate on your tool.

Symbol Name Designation/Exptan:tion-
V Votts Voftage (potentiaf)
A Amperes Gunent
Hz Hertz Frequency (cycles per second)
W Watt Power
kg Kilograms Weight

mtn Minutes Time
S Seconds Time

a Diameter Size of {rill bits, grinding wheels, etc.
nn No load speed Rotational speed, at no load

..Jmin Revolutions or reciprocation per minute Revolntions, strokes, surface speed,
orbits etc. per minute

0 Off position Zero speed, zero torque...
1 , 2 , 3 , , . .
t, il, ilt,

Selector settings Speed, torque or position settings.
Ilgher number means greater speed

ol Infinitely variable seleqtor with off Speed is increasing from 0 settinq
.f Anow Aqtion in the direction of arrow

Attemating cunent Type or a characteristic of cunent
Direct cunent Type or a characteristic of cunent
Altemating or direct cunent Type or a characteristic"of cunent

tr Class ll construction Designates Double lnsulated
Construction tools.

@ Earthing terminal Grounding terminal
A Waming symbol Alerts user to waming messaoes

ffi Ni-Cad RBRC seal Designates Ni-Cad battery recycling
program

VENNLATION

@m:imuu*f**,@ ffim,ffiilii""
This symbol designates
that this tool is listed by
the Canadian Standards
Association.

This symbol designates
^711, thatthistool is listed by

c(Ul)us Hfliffiif.ffi"Tft*'
v Standards by Underwriters

Laboratories.

-
Inll.6,&--
ruFf <'7-
This synbol
designates
that
this tool
complies
to NOM
Mexican
Standards.

-& -7-



VARIABLE SPEED CONTROLLED TRIGGER SWITCH
Your tool ls equlpped wfth a variable speed
tr igger  swi tch.  The tool  speed can be
contro l led f rom the min imum to the
maximum nameplate RPM by the pressure
you apply to the t r igger .  Apply more
pressure to increase the speed and release

pressure to decrease speed. This accurate
speed control enables you to drill without
center punching. lt also permits you to use
as a power screwdriver. Bits are available for
driving screws ai well as running botts and
nuts.

FORWARD/REI/ERSING LEVER & TRIGGER LOCK
Your tool is equipped with a forward,/
reversing lever and trigger lock located
above the trigger (Fig. 1). This lever was
designed for changing rotation of the chuck,
and for  lock ing the t r igger  in  an 'OFF"
position to help prevent accidental starts
and acoidenta l  bat tery d ischarge.  For
fonlvard rotation, (with chuck pointed away
from you) move the lever to the far left. For

reverse rotation move the lever to the far
right. To activate kigger lock move lever to
the center off position.

Do not change direction of
rotat ion unt i l  the tool

comes to a complete stop. Shifting during
rotation of the chuck can cause damage to
the tool.

SUP CLUTCH
The tool has an interdal preset clutch. The
clutch is set such that sufficient force is
transmitted to the bit for most dri l l ing
conditlons but it will slip when bit binds in
the hole or the tool is overloaded. Be aware
that due to required clutch setting, you may
experience a torque reaction an instani
before the clutch slips. This torque reaction
will twist tho body of the rotohammer in the
opposite direction as the bit rotates, i.e.,

counterclockwise. As clutch is slipping, the
bit will most likely stop rotating. When the
binding force on the bit is removed the
clutch automat ica l ly  resets.  l f  you
experience bit binding and dutch beginS to
slip, immediately turn thg tool ,OFF' and
correct  the condi t ion leading to the b i t
binding.

AUXILIARY HANDLE
The tool  must  be supported wi th the
auxiliary handle, which can be swiveled 360'.
To reposition and/or swivel the handle.
loosen the hand grip, move the handle to the
desi red posi t ion a long the barre l  and
securely retighten the hand grip.

DEPTH GAUGE
Your drilling depth can be pre-set and/or
repeated by using the depth gauge.

Setting depth: After the auxiliarv handle is
insta l led,  push the depth gaule re lease
button, slide the depth gauge to desired
depth and release pressure on button to
lock the depth gauge in place.

BRAKE
When the trigger is released it activates the
electrical brake to stop the chuck quickly.
This is especially useful in the repetit ive
driving and removal of screws.

-8- -9-

DRILU}IAIIMER DRILL SELECTION DiAL
The selector dial allows the tool to be set for
various drilling applications. Shift the dial
r ight  or  le f t  depending on the below
applications.

Do not  operate the
selection dial until the tool

*E' f.:n:I"ffi*,tri#3:
:rQa ,q[${,d#r,ff::'dd

come to a complete stop. Shifting during
rotation of the chuck can cause damage to
the tool.
Do not use demolition or chipping bits such
as bull points, chisels, spades, gouges, etc.

INSTALLING ACCESSORI ES

switch in the locked or off positon before
making any assembly, adjustments or
changing accessories. Such preventive
safety measures reduce the risk of starting
the tool accidentally.
Clean the insert shank end of the accessory
to remove any debris, then lighily greas6
with a light oil or lubricant.
Insert accessory into the tool holder through
the dust shield, while twisting and pushing
inward until it locks automatically into place-.
Pull outward on the accessory to be certain
il is locked into the tool holder (Fig. 2).

Disconnect battery pack
from tool  or  p lace the

sharp and undamaged accessor ies are
used. The "cost" to maintain sharp and
undamaged accessories is more than offset
by the "time saved" in operating the tool
with sharp accessories.

REMOVING ACCESSORIES
When removing the bit
from the tool avoid cotrtact

with skin and use proper protective gtoves
when grasping the bit or accessory.
Accessories may be hot after prolonged use-
To remove an accessory, pull the locking
sleeve backwards (towards the rear of tool)-,
while pull ing the accessory outward. Al
accessories should be wiped clean after
removing (FiS.3).

NOTE: The high efficiency available from
the rotary hammers can only be obtained if

RELEASING AND INSERTING BATTERY PACK
Release battery pack from tool by pressing secondary locking latchs to prevent the
on both sides of the battery release tabs and battery pa-ck from iompletely filling out ofpull. downwards. Before inserting battery the hanille, should it Oicome loosJ due topack, remove protective cap from battery vibration.
pack. To insert battery, align battery and E cirioe oattery pacr into idor ,",,iir-it rJ"t'" iii" X ilt;t$"iJfi-ljJlti#ifl"rfl"l"Jl:,giposition' Do not force. Authorized serviie center to be repaired orYour battery pack is equipped with a replaced



@ a l

CHARGING BATTERYPACK
Plug charger cord into your standard power
outlet. Before inserting 5attery pacf, r6move
pl?19-"liy"."ap (F.rg.. 6I then insert banery
pack into charger (Fig. Z).

F:_qlgggf sreen indicator tisht wiltbesin
to 'BLINK". This indicates that lne Oatteniis
receiving a fast charge. Fast-charqino 

'luiff

autornatically stop when tne Uatteripalcf is
tully charged.
When. the indicator light stops "BLINKING"
(ano Decomes a steady green light) fast
charging is complete, lno an "c-orlti"ai
stgnal sounds for a period of approximatelv
z seconds which indicates that itie battery ii
completely charged.
The battery pack may be used even thouoh
the light may stiil be blinking. The light miy
require more t ime to l top Ui in f in i
depending on temperature.

The purpose of the green light is to indicate
that the battery pack is fast_charging. lt
does not indicate the exact poinio*ull
charg-e..The light will stop bliriking in tess
time, if the,battery pack was not co-mpletely
orscharged,

When charging several  bat ter ies in
:-1q,uence, the charge time may slighily
Increase.
When the battery pack is fully charged,
unplug the charger (unless you're char-oino
3loller 9qtt".v- pack) and stip the bafrer!
pack back into the tool.
To prevent fire or injury when batteries are
not .  in . . tool  or  charger ,  a lways p lace
plotective cap onto end of batiery'pack
(Fig.6).

INDICATORq SYMBOLSAND MEANING (

ffi + ll y:',T,.?.l,'r'�;,?H J'8'll iloll;rur- B:$:fl 3::[,:il,il,:;:1,* $Ji:
being trickle charged.

lf the indicator lights are "OFF", the
charger is not receiving power from
power supply outlet.

.  ! l_!n" green indicator t ight is
+ "BL|NK|NG", the battery pick is
_ b-"j.nS fast-charged. Fast-charging

will automatically stop when-th6

tr! lf the red indidator light is "ON",
ljlf the battery pack ie too hd or cold
E for.fast-charging. The charger witl

switch to trickle charge, until a
suitable tomperature is reached-, at which
tlme the c.harger will switch automaircaify io
fast-charging.

+ l t_. t fq tgo indicator t ight is- "BLINKING", an acousticaisignal- will sound for a period ot 2 secoinds

battery pack is fully charged.

which indicates the battery pack
cannot accept a charge or the conticis of
the.  charger  or  bat tery pack are
contaminated. Clean the conticts of the
g.harSer or battery pack only as directed in
these operat ing inst ruct ions or  those
supplied with your tool or battery pack.

IMPORTANT CHABGING NOTES'1. The battery pack accepts only about g0%
of its maximum capacity with its first few
charge cycles. However, after the first few
charge- cycles, the battery will charge to full
capacity.
2. The charger was designed to fast charqe
the bat tery only  when the bat te iv
temperature is between g2'F (0.C) and 140"F
(60 C). lf the battery pack is ioo'hot or too
cold, the charger will not fast charge the
battery. fl-his may happen it tne Oatter! pacf
is hot froin heavy use). When the Oaiterv
temperature returns to between 32"F (0.C)
and 140".F (60 'C),  the charger  

'wi t i

automatically begin charging
3. A substantial drop in operating time per
charge may mean that the battery pack is
nearing the end of its l i fe and sirduld be
replaced.
4. lf you anticipate long periods (i.e. a month
or more) of'non-use of your tool, it is best to
run your tool down until it is fully discharged
before storing your battery pacf. Atter a t6ng

period of s.torage, the capacity at f irst
recharge will be lower. Normal caiacity will
be restored in two or three charg€/discliaroe
cycles. Remember to unplug chlrger duriig
storage period.
5. lf battery does not charge properly:

. a. Check for.voltage at ouflet by plugging
In some other electrical device.

b. Check to see if outlet is connected to a
light switch which turns power "off" when
lights are tumed off.

c. Check batery pack terminals for dirt.
Clean wi th cot ton swab and a lcohol  i f
necessary.

. .d. lf you still do not get proper charging,
take or send to_ot, battery pick' and cnirg6i
to your local Bosch Service Center. S-ee"Tools, Electric" in the yellow pages for
names and addresses.
No1gl U_se of chargers or battery packs not
sold by Bosch may void the waninty.

DRILLING WOOD OR PTASTIC
lf backing block is not used, ease up on the
pressure just before the bit breaks through
the wood to avoid splintering. Complete tfre
hole from the opposite side immediately
after the point breaks through. lf bit binds.
reverse the drilling operation to help remove
the bit from the work.

DRILLING METAL
Make a center punch in the material for
easier.starting. Use enough pressure to keep
th9 b.rt 9lrniry. tf the bit is aitowed to merei
spin in the hole, it will become dull within a
short time. When drilling a larger hole, it is
?aster and easier on your power pack to first
make a smaller hole and enlarge it to the
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required siz{ bricate the tip of the bit
occasionally'1. CUTTING OIL for easier
metal drilting. Fbit binds, reverse the drilling
to help remove the bit from the work.

DRILLING MASONRY
Use carbide-tipped masonry bit for cinder
block, mortar, common brick, soft stone and

Service
NO USER SERVICEABLE
PARTS lNSlDE. Preventive

maintenance performed by unauthorized
personnel may result in misplacing of
Internal wires and components which
could cause serious hazard. We recom-
mend that all tool service be performed by a
Bosch Factory Selice Center or Authorized
Bosch Serv ice Stat ion.  SERVICEMEN:
Disconnect tool and/or charger from power
source before servicing.

BATTERIES
Be alert for battery packs that arc nearing
their end of life. Battery packs typically last
from 500 to 1000 charges. lf you notice
decreased tool performance or significanily
shorter running time between charges then it
is time to replace the battery pack. Failure
to do so can cause the tool to operate
improperly or damage the charger.
Long term battery storage should be in
the discharged state. Battery packs last
longer and re-charge better when they are
stored discharged. Remember to fully re-
charge battery packs before using after
prolonged storage.

TOOL LUBRICATION
Your Bosch tool has been properly lubricated
and is ready for use. lt is recommended that

other materials. The amount of pressure to ,
be used is dependent upon the type of
material being drilled. Soft materials require 

*-

less pressure while the hard materials need
more pressure to prevent the drill bit from
spinning.

tools with gears be regreased with a special
gear lubricant yearly.

D.C. MOTORS
The motor in your tool has been engineered
for many hours of dependable service. To
maintain peak efficiency of the motor, we
recommend i t  be examined every s ix
months. Only a genuine Bosch replacement
motor specially designed for your tool should
be used.

Gleaning )
To avold accidents, always
dlsconnect the tool and/or

charger from the power supply before
cleanlng. The tool may be cleaned most
effectively with compressed dry air. Always
wear safety goggles when,cleaning tools
with compressed air-
Ventilation openings and switch levers must
be kept clean and free of foreign matter. Do
not attempt to clean by inserting pointed
obiects through opening.

Gertain cleaning agents
EIIIEII and solyents damage
plastic parts. Some of these are: gasoline,
carbon tetrachloride; chlorinated cleaning
solvents,  ammonia and household
detergents that contain ammonia.
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l f  an extenslon cord ls
necessary, a cord with

adequate slze conduqtors that is capable
of carrying ttre current necessary for your
tool  must  be used.  This wi l l  prevent
excessive voltage drop, loss of power or
overheating. Grounded tools must use 3-
wire extension cords that have 3-prong
plugs and receptacles.
NOTE: The smaller the gauge number, the
heavierthe cord.

RECOMMENDED SIZES OF E(TENSION @RDS
1 20 VOLT ALTERMNNG CURREiIT T00|s

- 360" Auxiliary Handle
- Depth Gauge
. Carrying Case
* 3-Jaw Chuck
* Straight Chuck SDS Adaptor

(- = standard equipment)
f* = optional accessories)

Tool's
Amp€ru
Raling

3{

64

&10
10-12
12-16

CodShelnAW.c. Wh.sts ! h mm2

Cord Logth ln Fc.t

26 50 lm 1flt

CordfdEfi h Mrb6

15 fll 60 lflt

18 15 16 14
18 t6 14 12
t8  16  14  12
16 16 14 12
14 12

.75 .75 1.5 2.5

.75 1.0 2.5 4.0

.75 1.0 2.s 4.0
1.0 2.5 4.0 -


